VOLTS: 208.0 KVA=

30.8 MCA: 112

10.8 KVA A 9.5 KVA B 10.6 KVA C
L U M | NA' RE SC H E D U LE PANEL NAME: P3 CONNECTED 30.8 KVA 89.6 AMPS A_78.8 AMPS B_: 88.5 AMPS C_:
TYPE: BOLT-ON MAIN: 110A/3P CB
MOUNTING: (MTG) LAMP TYPE: LENS/LOUVER: (L/L) MOUNTING: SURFACE SOLID NEUTRAL VOLTS: 208Y / 120
RE - RECESSED FL - FLUORESCENT A- 125" ACRYLIC FED FROM: UTILITY TRANSFORMER VIA FDS-100R GROUND BUS PHASE: 3
SP - SUSPENDED CF - COMPACT FLUORESCENT B - BLACK BAFFLE K SCCR: 42,000 WIRE: 4 K PH |LEFT |IRIGHT
CL - CEILING SURFACE HL - HALOGEN C - CLEAR ALZAK E NOTES: E A 13 18
CV - COVE HS - HIGH PRESSURE SODIUM G- TEMPERED GLASS ; 4F12A,6F12,2EX1,1EM1 12 :)?7’ 28 1 28 1 12 12 2F5,12F12,1EM1,1EM2 i A 0.0 0.8
PL - POLE MH - METAL HALIDE H- WALL WASHER 9F9 ' ' 8F12,1F9,6EM1,1EX1 B 0.4 1.0
0 SMH - SUPER METAL HALIDE P - POLYCARBONATE > 6F12,1F9,5EM1,1EX1, EM2 12 1.0 20 1y 2 1 SPARE ° c 1.0 1.0
- OTHER (SEE DESCRIPTION) B B 7 SPARE 20 1 20 1 0.8 12 |4 RECEPT. ROOM S102 8 A 0.6 2.9
PSMH - PULSE START METAL HALIDE K- KSH12 .125" ACRYLIC 9 |2 RECEPT. OUTDOOR 12 04 20 1| 20 1| 10 | 12 |5 RECEPT. ROOM S101 10 B 0.0 2.9
DOOR: CMH - CERAMIC METAL HALIDE K19 - KSH19 .156" ACRYLIC 11 5 RECEPT. ROOM S102 12 1.0 20 1 20 1 1.0 12 |5 RECEPT. ROOM S101 12 C 0.8 29
FA - FLAT ALUMINUM O - OTHER (SEE DESCRIPTION) L - LOW IRIDESCENT SPECULAR ALUM. 13 |3 RECEPT.ROOM S$101 2 06 20 1] 3 3| 88 8 3003-AC-1 14 A 0.8 0.7
FS - FLAT STEEL XL - EXTENDED LIFE N - NONE 13 SPARE —— 28 1 - |- = | = | = 12 cB; 8-: ;2
AUTODOOR, ROOM S$102 : - - - - | : :
RA - REGRESSED ALUMINUM XLP - EXTENDED LIFE & OUTPUT R - HIGH IMPACT DR ACRYLIC 19 AUTODOOR. ROOM 5102 12 0.8 0 111 20 111 o7 12 3003.EF 1 20 A 08 10
RS - REGRESSED STEEL O - OTHER (SEE DESCRIPTION) 21 AUTODOOR. ROOM S101 12 08 20 1| 20 1] 16 @ 12 3003-EF-2 22 B 0.8 0.0
BALLAST: (BLS) ##BF - BALLAST FACTOR 23 AUTODOOR, ROOM S101 12 08 20 1| 25 1| 23 10 3003-EF-3 24 C 0.8 0.0
FINISH: DIM - DIMMING BALLAST HL - HIGH / LOW LEVEL BALLAST 25 AUTODOOR, ROOM S101 12 0.8 20 1 20 11 1.0 12 FACP-3003 26 'R A 0.0 0.0
PAF - PAINT AFTER FABRICATION EB - ELECTRONIC BALLAST HP - HIGH PERFORMANCE 27 AUTODOOR, ROOM S101 12 | 08 20 1 SPACE 28 B 0.0 0.0
CSA - FINISH SELECTION BY ARCHITECT EM - EMERGENCY BATTERY/BALLAST ML - MULTI-LEVEL SWITCHING :2;19 QﬁlﬁEOOR’ ROOM $101 12 | 08 28 1 2::285 2(2) i g'g g'g
DALI - DIGITAL DIMMING BALLAST MV - MULTI-VOLTAGE ELECTRONIC 33 SPARE 20 | 1 SPAGE 34 B 0.0 0.0
35 SPARE 20 1 SPACE 36 C 0.0 0.0
CATALOG NUMBER SHALL NOT BE CONSIDERED COMPLETE AND MATERIAL SHALL NOT BE ORDERED BY MANUFACTURER AND CATALOG NUMBER ONLY. THE 37 SPARE 20 | 1 SPACE 38
COMPLETE DESCRIPTION AND THE SPECIFICATION SHALL BE COORDINATED WITH THE CATALOG NUMBER TO DETERMINE THE EXACT MATERIAL AND 39 20 | 1 20
ACCESSORIES TO BE ORDERED. THE FIRST MANUFACTURER LISTED IS THE BASIS FOR DESIGN. SPARE SPACE
REFER TO SPECIFICATION SECTIONS INTERIOR LIGHTING 26 51 00 AND EXTERIOR LIGHTING 26 56 00 FOR ADDITIONAL INFORMATION AND REQUIREMENTS. 41 SPARE 20 | 1 SPACE 42
KEY:*A=HACR *G=GROUND FAULT INTERRUPT *H=HANDLE LOCK *C=THRU CONTACTOR *S=SHUNT TRIP *P=PADLOCK HASP *R=RED HANDLE BREAKER
ALL LAMPS FOR THIS PROJECT SHALL BE FURNISHED AND INSTALLED BY THE ELECTRICAL CONTRACTOR UNLESS OTHERWISE NOTED.
FLUORESCENT LAMP CORRELATED COLOR TEMPERATURE 3500°, COLOR RENDERING INDEX (CRI) AT OR ABOVE 80, UNLESS NOTED OTHERWISE.
LAMPS
ITEM DESCRIPTION SIZE A MTG | TYPE @ QUANTITY&SIZE | VOLTS/ APPROVED
BLS L/L MANUFACTURER
FS5 | EXPLOSION PROOF LUMINAIRE, ALUMINUM 8"DIA CL MH 1 70 WATT 120V O |CROUSE-HINDS
BALLAST HOUSING AND GUARD, HEAT AND IMPACT | 16.97"H MH EVLS CX907 1120
RESISTANT INTERNALLY FLUTED GLASS GLOBE. APPLETON
STAINLESS STEEL HARDWARE. GLOBE KILLARK
REFLECTOR-DOME. CLASS | DIV. 1. GROUPS B,C,D.
F9 WALL PACK LUMINAIRE, DIE-CAST ALUMINUM 16.25"L | WL CF 2 42WATT 120V G |LITHONIA WST 2/42 MD120 ELDW
HOUSING, GASKETED, TEMPERED GLASS LENS, 7.25"H TRT EB LUMARK WALL-PAK
TYPE Il DISTRIBUTION, COLOR SELECTION BY 9.13'D EM MCRAW-EDISON IST-84-CF
ARCHITECT FROM STANDARD COLORS, LISTED
WET LOCATION, EMERGENCY BALLAST
F12 |FLUORESCENT HI-BAY, WITH CLEAR ACRYLIC LENS| 2'X4' SP FL 4 32WATT 120V O HOLOPHANE
AND STEEL WIRE GUARD, 20 GAUGE COLD ROLLED | 4.8"H F32T8 EB HBT4CN-CAC-WGD-S-K46MK3Y
STEEL HOUSING AND END PLATES, SPECULAR ML METALUX
INTERNAL REFLECTORS. TWO BALLASTS FOR 2HB-64T5-A/WG
MULTI-LEVEL SWITCHING (GROUPED: OUTBOARD, DAY-BRITE
INBOARD), ACCESS FOR RELAMPING WITHOUT FBF654HO-WG-FBF6-FBF-6E-1W
PHYSICALLY REMOVING LENS AND WIRE GUARD
FROM LUMINAIRE. CABLE SUSPEND HORIZONTAL
WITH BOTTOM OF TRUSS.
EX1 |SINGLE-FACE EXIT SIGN, WHITE THERMOPLASTIC 2"x CL/ LED | 1 3WATT 120V O | DUAL-LITELXU I
BODY, GREEN LETTERS, EMERGENCY NI-CAD 13"x WL L.E.D. EM LITHONIA LQMS 1 EL SD
BATTERY INSIDE OF SIGN, UNIVERSAL 9"H [11"] McPHILBEN CXXL
ARROWS/MOUNTING. SELF TEST & DIAGNOSTICS
OF INVERTER AND LAMPS
EM1 ' EMERGENCY UNIT, TWO ADJUSTABLE 6 VOLT 6"x14" | WL IN 2 INCLUDED 120V O |LITHONIA ELM2 SD
HEADS, WHITE THERMOPLASTIC HOUSING. SELF 3.8"H EM DUAL-LITELZ2 |
TEST & DIAGNOSTICS OF INVERTER AND LAMPS. McPHILBEN CAX6
EM2 | SINGLE-FACE EXIT SIGN, WHITE DIE-CAST 4"x19" | WL IN 2 INCLUDED 120V O |LITHONIA LHQM
ALUMINUM BODY, GREEN LETTERS, UNIVERSAL 8"H EM DUAL-LITE
ARROWS/MOUNTING WITH EMERGENCY UNIT, McPHILBEN
TWO ADJUSTABLE 6 VOLT HEADS, WHITE
THERMOPLASTIC HOUSING. SELF TEST &
DIAGNOSTICS OF INVERTER AND LAMPS.
Drawing Title Project Title Date
K| J [——— by m o under Iy drec suparvionand it am oGl ense ELECTRICAL LUMINAIRE SCHEDULE REPLAGE ADMINISTRATION AND 717201
CD N S U LTANTS rotessiona ngineer undaer the laws o e State O regon. A d L[] [ ] [ ] - EHM mm MAINTENANCE BUILDING Pr\oJect No
W] w [ nderson Engineering of Minnesota, LL.C N ATIONAL - -
523 oot Ay Yoy cen i n vame: _Lee D. VanOpdorp & & 2 AND SITE IMPROVEMENTS 906CM3009
o sy L 21200 s 5067 oucpin,Eleclrica 13605 1st AVENUE NORTH, SUITE 100, PLYMOUTH, MN 55441 C EMETERY Approved: Director, DFfice of Comstruction Management|[Bul laing Namber |[Grecked |[Drawn e
KOWH Projeor # 10.0356.00 oregon RegistrationNo. 78702PE grpiatondare;  06.30.12 TEL (763) 412-4000 FAX (763) 412—4090 A DMINISTRATION 3003 JOHMcG  ||BRAWIT
STRUCTURAL ! MECHANICAL | ELECTRICAL ! WWW.ae—Imn.com E'3003'61
TECHNOLOGY | MEDICAL EQUIPMENT SOLUTIONS — Approved: Director, Project Management Service Location EAGLE POINT NATIONAL CEMETERY .
Date lssued: e 2763 RILEY ROAD DWQ- 175 Of 181
Revislons Date EAGLE POINT, OR 97524
1 2 3 4 5 6 7 8 9 |




	E-3003-6.1.dwg
	E-3003-6.1


